
MDC 2000W5815 1–5 VCD FE/STS–107/MSG 054 
   

VCD PGSC 7. Select 'MSG' on status bar 
   √Display message: 'ARCHIVE is ENABLED' 
    'DOWNLINK is ENABLED' 
    'Using Flight NI DAQ–6533 driver' 
     

 * If not, √MCC * 
  

POWER ON VCD FE FACILITY 
 
SC01 RDU 8. cb EXP DC, DC3 – cl 
  cb EXP DC, DC7 – ON 
 
VCD PGSC 9.  √Display message: 'CMI Power ON' 
   √Display status bar: 'UPC Mode: SHUT' (SHUTDOWN mode) 
 

* If 'UPC Mode: UPOW', * 
*  Perform MP–01 NO POWER TO VCD FE C/MI (MAL), pg 3–3 * 

 
 10. Notify MCC (VCD FE FACILITY POWER ON complete) 
  

NOTE 
Crew may observe a high warning for L1 when VCD FE is 
operating. This is expected and is no cause for concern. 

 
DISABLE LIQUID LEVEL SENSOR CONTROL LOOP 

 
 11. On MCC GO, 

                                   Select 'COMMAND'/'SET OVERRIDE'/'CONTROL MODE'  
  

SET CONTROL MODE VALUE 
           12. Select 'LIQUID LEVEL'  

                      
 13. Select 'ARM: ENABLE' 
                      
 14. Select 'ACCEPT' 
                       
 15. Notify MCC (CONTROL LOOP OVERRIDE complete) 
  

LOAD EXPERIMENT SEQUENCE SCRIPT 
 
 16. Select 'View' / 'Scripts' 
  Select 'OPEN' 
 

Script File List 
 17. Select 'vcd_ops1.scr (vcd_ops2.scr, vcd_ops3.scr)' per MCC 
  Select 'ACCEPT' 
   
 18. Notify MCC (ACTIVATION step 17 complete)  

 
NOTE 

Do not close PGSC cover after completion of step 19 
  
 19. Select 'Run' 
  Select 'MSG' on status bar 
   √Display message: 'Start SHUTDOWN to STANDBY transition ' 
 

* If no message displayed, √MCC * 


